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since it is logical that the universe could not support matter without there being an actual medium in open free space due to the fact that nothing would prevent any matter from exploding instantly, it seems a valid conclusion that there is some form of neutral, ultra fine form that makes up PCU and also supports the transmission of energy such as electromagnetic waves, unless of course, there are particles that support electromagnetic waves in addition to the presence of the space medium.


according to the technical drawing that Bob made, high voltage was present on the skin of the sport model, measured at 18 kilovolts, up to but not beyond the insulating ring just beneath the top level. the current present with the high voltage on the skin of The Craft was very low and was approximately two microamps.


according to the notes on the same drawing, rotating any emitter past 12 degrees activates the reactor.


according to a talk given by Bob with Jeremy and George, Bob also stated that the reactor was deactivated when the emitter was rotated past a certain number of degrees which he thought was 80 degrees or something in that vicinity.


on the chart mentioned above, it is stated that the emitters can be aimed and can be rotated and that, rotating the emitter varies the phase of the gravity wave emitted relative to the exterior environment.


it seems that it would make sense that the phase of the gravity wave produced in the reactor would be in Phase with the gravity of the Earth until manipulated by the emitter. this seems supported by the fact that you would likely want there to be a natural condition rather than an intense repulsion when you activated the emitter. the fact that the reactor, thus the emitter, are both activated when a low rotation of the emitter thus a minimal phase shifting of the wave, is achieved.


note that on the technical drawing that Bob made, the waveguide connecting each emitter to the floor above that emitter protrudes into the emitter a small distance rather than being flush with the top surface of the emitter. also note that there is no horn at the emitting end of the wave guide inside of the emitter.


Bob said that each emitter can pivot through a range of 180 degrees and each emitter can rotate 360 degrees.


even though the inside diameter of the central waveguide above the reactor is only 80 mm, each emitter is approximately 2 ft in diameter. it seems that the much larger width is necessary either for the focusing method used and or for the phase shifting, although the latter seems less likely to be the case since rotation is the main factor apparently for that function.


remember that Bob told me that the plates on the outside of the inner portion of each emitter had embedded traces that were spirals reminding him of the spirals on an RFID anti-theft tag. it seems likely that these spirals are conductors and that they create a field which allows the manipulation and shaping of the gravity wave within the emitter.


also note that, the emitter itself apparently had a dark or black color, possibly the same as the color of the insulating ring seen on the upper exterior portion of the craft. it would seem that this would be an insulating material since the emitter would most likely be operating at high power.


note that in the John Andrews model which Bob guided the design of, the emitters are pewter on the exterior and the black area is the surface upon which the so-called core plates rested inside of the outer pewter shell. other drawings that may not be accurate according to Bob show the exterior of the emitters as black but I believe the Andrews model to be more accurate.


note that everywhere else on the interior of The Craft other than the plates themselves on the interior of the emitters and the insulating ring at the upper exterior portion as well as the squared planar arrays around the upper portion of the exterior was the same brushed aluminum or pewter color.


there were six of the squared black areas around the exterior upper level of The Craft that Bob calls planar arrays for lack of a better term and not knowing what they actually do.


a tube was discovered by x-raying the reactor and it is suspected that this tube in the base plate of the reactor around the perimeter but below the hemisphere might be part of the proton source system that guides and or accelerates to some degree each proton to the reaction point of the fuel element in the tower of the reactor.